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Features 㓬ࢤ
30A switching capability
Normal Open & Switching forms
Applicable to ROHS, ELV Instruct
30A

ROHS ELV

Application Ӏֹ࣐ڀ
Fan, pump, wiper, headlight,
Air conditioner, heating control
Electromagnetic, lighting system control

电 系 联

Ordering Guide ਜ਼ઓܗԦ

Example 示

Type 电

Coil Volt. 电 012:12VDC 024:24VDC

Contact Form 1H No 1Z Switching

Specification ߡԿݤ

Contact

Contact Forms 1Z 1H

Contact Material AgSnO2

Contact Load 30A/13.5VDC

20A/27VDC

Rating

Max. Continuous Current
电

NOContact :30A(23 ) 25A(85 ) 13A(125 )

NC Contact :20A(23 ) 15A(85 ) 10A(125 )

Contact Voltage Drop (NO) : 15mV :250mV(10A )

(NC) : 25mV :250mV(10A )

Min. Load 1A 6VDC

Electrical Char.
电气

Insulation Resistance 电 100M (500VDC)

Breakdown Volt. 介 500VAC

Expected Life Electrical Life电 1*105 Cycles次

Mechanical Life 1*107 Cycles次 under 300

Coil Ratings ֤Կݤ

Nominal Volt.

电

VDC

Pick-up
Volt.

电

VDC

Release Volt.

电

VDC

Coil Res.
电

X 1±10% Ω

Power
Dissipation

电

W

Max. Voltage
电

VDC

Dimensions ةؽֹט

Reference Date 㓬ৗޝ֢

30A MINI AUTO RELAY
30A 汽车继电器
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